Williston Composting Facility (Intervale Composting Products)
Site visit on 10/6/11 (typos corrected on 10/26/11)

W. Pennebaker

On 10/6/11 1 visited the Williston Composting Facility, one of the facilities in the Chittenden Solid
Waste District (CSWD). My tour guide, Dan Gossen, manages the facility and spent more than an hour
showing me the various parts of the facility. Dan's business card:

INTERVALE CoMPoOST
Propucts

Don’t treat your soil like dirt!

Dan Goossen
General Manager

Ph (802) 660-3138 » Fax (802) 660-4944
email: dan@intervalecompost.net * website: www.intervalecompost.net
1022 Redmond Road, Williston, Yermont 05401
Intervale Compost ie a program of Chittenden Solid Waste District

The Chittenden Solid Waste District (www.cswd.net), is a union municipal district established in 1987
to provide efficient, economical, environmentally sound disposal of solid waste generated by
residences and businesses within 18 member municipalities of Chittenden County. These communities
represent approximately one-quarter of Vermont's population and occupy 532 square miles. Recycling
is mandatory in the district and the materials recycling facility, which services the entire district, is set
up for single stream processing. The CSWD composting facility, one of many facilities in the District,
is relatively new, officially starting operation on July 1 of this year. The CSWD formerly operated a
site in the Burlington Intervale, having taken over operation of that facility several years earlier.

The Williston site is 6 acres in area and has a 1 acre concrete pad (see site map, figure 1) where the first
and second phases of the composting process are carried out. An additional 2.2 acre parcel adjacent to
the site is reserved for leachate application should the need ever arise. The site is zoned industrial, and
is part of a 192 acre parcel owned by CSWD.

Referring to figure 1 below, A is a covered shed with two material-handling bays and six composting
bays where active phase 1 composting is carried out. The compost mixture is prepared in the two bays
to the right in A, and then placed in one of six phase 1 bays and covered with about one foot of finished
compost. These phase 1 bays use active ventilation (i.e. blowers) to keep the oxygen concentration
high enough to prevent anaerobic decomposition of the food waste. When phase 1 is complete after 14
to 18 days, the compost is moved to B where active phase 2 composting is carried out for another 35 to
42 days. Since both phase 1 and phase 2 are done on the one acre concrete pad, all leachates from the
waste are collected. However, the phase 1 and phase 2 areas have different drainage systems.
Leachate from phase 1 is stored in 20,000 gallon tank D, whereas leachate from phase 2 is stored in
lined pond E. If possible, the leachates are reused in the composting process to maintain a moisture
content of 60% to 65% in the composting material.

In common with other aerobic composting techniques, temperature is carefully monitored during phase
1 to be sure that a temperature of 131 °F is maintained for at least three days. This is sufficient to kill



all pathogens.
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Figure 1: Map of Williston Composting Facility (not to scale)

Continuing with figure 1, F is where screening of the cured compost is done and H is where the
finished product is stored. J is a public access area where brush and other yard waste is collected for
use in the composting operation, K is a small dumpster where the public can drop off food waste, H is
an office, and M is where the compost is cured for three to four months to finish the composting
process. L is a residence owned and rented out by the facility that is approximately 300 feet from the
composting pad. Except for M and G, the entire area is built on a three-foot thick bed of sand.

The blowers used to aerate the static piles in phase 1 are along the back wall of the covered area at C.
These blowers, nominally about 1 HP, can be used for positive (air forced up through the piles) or
negative (air drawn in through the piles) aeration. Generally, the facility expects to use positive
aeration. When aeration is done in the positive mode, the compost that covers the piles filters virtually
all odors. This observer found that a slight odor was noticeable, but it wasn't strong enough to be a
problem. Independent of the composting technology, however, odors can be a problem for any
composting operation if the source material is stored for more than a day or two before starting the
composting process.



A few photographs:

Figure 2: Brush and leaf piles in the public area (J of figure 1). These appeared to be relatively
decomposed. The roof of the shed covering the active phase 1 composting can be seen behind the
brush pile.

Figure 3: Food waste collection dumpster in public area (K in figure 1).



Figure 5: Shed for active phase 1 composting. The blue vessel in the center is a blender where the
mixture of food waste, horse manure and water is created with the desired carbon/nitrogen ratio and



moisture content (see Appendix A). A manure pile is in the bay to the left and a mixture being
composted is in the bay at the far right. During phase 1, air is blown through the pile through pipes
and grates set in the floor of each composting bay. A layer of finished compost about one foot thick

covers the pile and filters the air to suppress odors. The pipes coming from the roof are used to adjust
the moisture content of the compost mixture.

Figure 6: Phase 2 windrows. These are labeled B in figure 1.
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Figure 7: Blowers in area D of figure 1. These blowers are fairly large (nominally 1+ HP) and



sufficiently noisy that Dan had to turn off the blower immediately adjacent to us in order for us to
converse at normal volume. However, when one is on the other side of the building, the noise from the
blowers is barely audible.

Figure 8: Lined pond for collecting leachates (and rain water) during active phase 2 composting. The
water in this pond is almost free of contamination. The residence on the other side of the pond labeled
L in figure 1 is owned by CSWD and is rented at a reduced rate.

Impacts:

It appears that with the precautions taken at this facility, odor and water contamination impacts are
quite minor, and so far, vectors have not been a problem. A cross-hatched grid of mono-filament lines
spaced at 10 foot intervals is supposed to suppress sea gulls and other birds (a common vector at the
old location in the Intervale). This appears to work, but we did see one crow on the phase 2 windrow
when | visited. Dan mentioned dogs as another vector that had caused problems in the Intervale, but
said that racoons, skunks and rodents have not been a problem in either location.

Odor impact is difficult to assess and it is therefore difficult to know what setback distance would be
adequate to keep odor from being a problem. This is also a function of the observer. In the Intervale
odor was apparently a problem for one resident of the Old North End of Burlington (the Intervale is
located in the river valley just to the north of the Old North End). That resident, who apparently had
an extremely sensitive nose, could tell them exactly what phase of the operation they were performing,
just from the odor. Other than from that one person, however, they had no complaints. My daughter,
who lived in the Old North End until recently, tells me that odor was not a problem for her, even during



her frequent visits to the gardens in the Intervale near the composting operation. It is worth noting,
however, that if there are nearby neighbors, a carelessly run operation would be likely to generate
odors strong enough to be objectionable.

In the Intervale, a windrow system was used in which the piles of compost were aerated by turning
them with bucket loaders. According to Dan (who managed both operations) it is more difficult to
control both oxygen and moisture using the windrow system, and the trick with windrow systems is to
turn the pile frequently during phase 1. While this turning operation is necessary to keep the pile
properly aerated, turning the pile also tends to release odors. In the new facility in Williston, static
piles aerated by blowers are used for phase 1 and, in part because the piles are not turned, this system is
intrinsically less prone to odors.

Since no complaints have come from a relatively high income residential area located about %2 mile
from the Williston facility, a setback of 2500 feet is certainly sufficient and perhaps excessive for this
type of composting. There are a few residences within %2 mile of the facility, but these are owned by
the District. The residence in figure 7, for example, is only about 300 feet from the concrete pad, and
even with static piles and active aeration, it would be impossible to guarantee that odors would never
reach this residence.

Size:

The Williston facility is just now up and running and has not yet reached full production. However,
the Intervale facility that has now been replaced by the Williston facility was processing 2,500
tons/year of food waste (about 4,000 cubic yards or less), along with 6,000 tons of horse manure, 6,000
tons of yard waste and 1,000 tons of wood chips. The Williston facility will use a slightly different
mixture and use more wood chips, but will be comparable in tonnage.

The total population of the municipalities served by CSWD is just over 156,000 whereas Bennington
County population is just over 37,000. The food waste sources for the Williston facility are the
numerous restaurants in Chittenden County, the University of Vermont (enrollment about 13,500),
other nearby colleges, public schools, commercial sources (such as Ben and Jerry's), and collection
from the general public.

According to the Williston DRB minutes of 7/27/10, the solid waste permit allows for 20,000 tons/year
and the facility is designed for up to 33,000 tons/year. However, the CSWD representative stated that
no more than 24,000 tons/year would ever be processed at the site and they expected to start at about
15,000 tons/year (which is about what the Intervale facility was processing before it closed).

What do these figures imply for a composting facility in our area? Given the food waste sources listed
above and the current processing volume of less than 4,000 cubic yards/year at CSWD, a facility
permitted in our area for 5,000 cubic yards of food waste appears to be a factor of five larger than
would be needed to serve our own population. Only by collecting from an area considerably beyond
the borders of Vermont could a food waste stream of 5,000 cubic yards/year be realized.

Economics:
Owing to special problems that presumably would not be relevant to composting facilities in our area,

the Intervale composting operation operated at a loss during its last few years. This was not due to the
intrinsic economics of composting, however. Rather, it was due to problems caused by archeological



sensitivity of the Intervale site as well as the Intervale site being in a flood plain. The Williston site has
none of these problems. However, because it is still in a start up phase, it has not yet become
profitable. According to press reports, the facility cost about $2 million, almost double what it was
initially projected to cost and this extra capital cost is undoubtedly contributing to the current operating
deficit. However, since | was told that the net deficit at this time is several hundred thousand dollars
per year, the extra capital costs are only part of the problem. But, Dan tells me that they do expect to
eventually become profitable.

While the static pile/blower system tends to produce less odor, it is more capital intensive to

implement. However, the static pile/blower system also shortens the time needed to complete the
composting operations. Therefore, for a given size facility, the throughput is significantly greater.

Appendix A:

Descriptive material given me by Dan, scanned. Please ignore the barely legible notes I took during
the tour.






Chittenden Solid Waste District

Organic Material Processing Facility - Laydut of initial phases
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Storage Tank

Building area = 50' X 250' = 12,500 Ft?. Will house the first 15 to 24 days of éomposting

Concrete area = 180' X 250' = 45,000 Ft” or 1.0 acre. All runoff from outside drains and phase 1 pad
goes to double walled leachate tank

9 = Air blower/pump
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Appendix B:

Detailed site map forwarded to me by Dan. Note the map insert in the upper left corner showing the
site in relation to surrounding properties. One of the neighbors on the other side of Redmond Road is
an IBM facility, and IBM required that storm water runoff into their site would not be contaminated.






